4.4 Protruding Objects

clear width | any amount

B0 min
2030

27 or below

685

f -

Fig. 8 (a)
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finished floor (see Fig. 8(c) and (d)). Protruding
objects shall not reduce the clear width of an
accessible route or maneuvering space

(see Fig. 8(e)).

4.4.2 Head Room. Walks, halls, corridors,
passageways, aisles, or other circulation spaces
shall have 80 in (2030 mm) minimum clear
head room (see Fig. 8(a)). If vertical clearance of
an area adjoining an accessible route is reduced
to less than 80 in (nominal dimensiory, a barrier
to wamn blind or visually-impaired persons shall
be provided (see Fig. 8(c-1)).

4.8 Ground and Floor Surfaces.

27 max
685

4.5.1° General. Ground and floor surfaces

7] along accessible routes and in accessible rooms
"~ cane range and spaces including floors, walks, ramps,
stairs, and curb ramps, shall be stable, firm,

Fig. 8 (b) slip-resistant, and shall comply with 4.5.
Walking Perpendicular to a Wall P Ply

4.5.2 Changes in Level. Changes in level up
Fig. 8 to 1/4 in (6 mm) may be vertical and without

Protruding Objects edge treatment (see Fig. 7(c)). Changes in level

between 1/4 in and 1/2 in (6 mm and 13 mm)
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