4.11 Platform Lifts (Wheelchair Lifts)

A17.1-1990. The highest operable part of a
two-way communication system shall be a
maximum of 48 in (1220 mm) from the floor
of the car. It shall be identified by a raised
symbol and lettering complying with 4.30 and
located adjacent to the device. If the system
uses a handset then the length of the cord
from the panel to the handset shall be at
least 29 in (735 mm). If the system ts located
in a closed compartment the compartment door
hardware shall conform to 4.27, Controls and
Operating Mechanisms. The emergency tnter-
comumunication system shall not require voice
communication.

4.11 Platform Lifts (Wheelchair
Lifts).

4.11.1 Locaticn. Platform lifts (wheelchatr
lifts) permitted by 4.1 shall comply with the
requirements of 4.11.

4.11.2* Other Requirements. If platfiorm
lifts (wheelchair lifis) are used, they shall
comply with 4.2.4, 4.5, 4.27, and ASME A17.1
Safety Code for Elevators and Escalators,
Section XX, 1990.

4.11.3 Entrance. If platform lifts are used
then they shall facilitate unassisted entry,
operation, and exit from the lift in compliance
with 4.11.2.

4.12 Windows.

4.12.1* General. (Reserved).

4.12.2* Window Hardware. (Reserved).
4.13 Doors.

4.13.1 General. Doors required to be acces-
sible by 4.1 shall comply with the requirements
of 4.13.

4.13.2 Revolving Doors and Turnstiles.
Revolving doors or turnstiles shall not be

the only means of passage at an accessible
entrance or along an accessible route. An
accessible gate or door shall be provided adja-
cent to the turnstile or revolving door and shall
be so designed as to facllitate the same use
pattern.

4.13.3 Gates. Gates, including ticket gates,
shall meet all applicable specifications of 4.13.

4.13.4 Double-Leaf Doorways. If doorways
have two independently operated door leaves,
then at least one leaf shall meet the specifica-
tions in 4.13.5 and 4.13.6. That leaf shall be

an active leaf.

4.13.5 Clear Width. Doorways shall have a
minimum clear opening of 32 in (815 mm) with
the door open 90 degrees, measured between
the face of the door and the opposite stop (see
Fig. 24(a), (). (c), and (d)). Openings more than
24 in (610 mm) in depth shall comply with
4.2.1 and 4.3.3 (see Fig. 24(e)).

EXCEPTION: Doors not requirtng full user
passage, such as shallow closets, may have
the clear opening reduced to 20 in {510 mm)
minirmurmn.

4.13.6 Maneuvering Clearances at
Doors. Minimum maneuvering clearances at
doors that are not automatic or power-assisted
shall be as shown in Fig. 25. The floor or
ground area within the required clearances
shall be level and clear.

EXCEPTION: Entry doors to acute care hospital
bedrooms for in-patients shall be exempted
from the requirement for space at the latch
side of the door (see dimension “x” in Fig. 25)
if the door is at least 44 in (1120 mm)} wide.

4.13.7 Two Doors in Series. The minimum
space between two hinged or pivoted doors in
series shall be 48 in (1220 mm) plus the width
of any door swinging into the space. Doors in
series shall swing either in the same direction
or away from the space between the doors

(see Fig. 26).

4.13.8* Thresholds at Doorways.
Thresholds at doorways shall not exceed 3/4 in
{19 mm) in height for exterior sliding doors or
1/2 in (13 mm) for other types of doors. Raised
thresholds and floor level changes at accessible
doorways shall be beveled with a slope no
greater than 1:2 (see 4.5.2).

4.13.9° Door Hardware. Handles, pulls,
latches, locks, and other operating devices on
accessible doors shall have a shape that is easy
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